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Solar Mounts, LLC. 
Mid-Clamp Specification Sheet 

Model: SLR-CLMP-MID 

Product Overview 

The Solar Mounts LLC Mid-Clamp is engineered to mechanically secure and electrically bond 

PV modules to our Solar Carport and Ground Mount solutions. Designed for both structural 

integrity and electrical continuity, the clamp is compatible with modules ranging in depth from 

25mm to 55mm. 

 

The mid-clamp is UL 467 & 2703 listed as part of Solar Mounts LLC's mounting solutions and 

supports compliance with grounding and bonding requirements. Its robust design ensures 

reliable performance under extreme environmental conditions. 

Key Features 

• Electrical Bonding: Integrated sharpened teeth pierce anodized module frames, ensuring 

consistent grounding. 

• Precise Spacing: Built-in panel flaps (0.4”) ensure uniform gaps for thermal expansion 

and even spacing between PV modules. 

• Durability: Constructed from corrosion-resistant galvanized (G-90) steel and ribbed 

aluminum for maximum strength. 

• Simple Installation: Pre-assembled components minimize onsite labor and reduce 

installation time. 

Component Breakdown 

Component Material Description 

Top Clamp G-90 Galvanized 

Steel 

Sharp-toothed design for 

bonding and clamping 

Bolt Grade 5 Magni 

coated Steel 
5/16” pre-threaded fastener 

Base Clamp 

Plate 

Ribbed Aluminum w/ 

self-tapped 5/16” 
threaded bottom 

Ensures mechanical 

stability and grounding 
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Technical Specifications 

Parameter Value 

Application All Solar Mounts PV 

Support Structures 

Module Compatibility 25mm – 55mm frame 

depth 

Module Orientation Portrait or Landscape 

Tilt Angles 0° to 65° 

Wind Load Up to 150 MPH 

Snow Load Up to 60 PSF 

Certifications UL 2703 (Bonding & 

Grounding), UL 467 

Warranty 25 Years 

Country of Origin USA – AIS Certified, 

BABAA Compliant 

Certifications & Compliance 

• UL 2703 Listed (Bonding & Grounding) 

• UL 467 Compliant 

• Manufactured in the USA 

• AIS Certified and BABAA Compliant (Build America / Buy American Act) 

Contact Us 

For technical support, specification questions, or sales inquiries: 

 

Solar Mounts, LLC. 

   (844) 757-7225 

  www.solarmounts.com 

      info@solarmounts.com 

 

 


